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This section shows how to remove your Fuel Injection Components 
Per chance you need to replace an injector or clean your throttle body. 

 

BOSCH EV6 INJECTOR 

IN 6L/276 

NOTE: It is a good idea to thoroughly clean and dry the motorcycle before opening 

up the fuel system.  Pay extra attention to the areas of the fuel injection when 

cleaning. Also, be aware of any open source flame that can cause an explosion. 
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THROTTLE BODY 

AIR BOX 

HEAD TEMP. SENSOR 

NOTE: This sensor is very delicate. 

FUEL INJECTOR 

NOTE: Reference Fuel Tank Removal to first remove the Fuel Tank and Seat. 

REMOVE TWO HOSES 

FROM AIRBOX 
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LOOSEN OFF TWO HOSE CLAMPS 

(1 per Side) THAT CONNECT THE 

THROTTLE BODY TO THE AIRBOX 

Use a thin cloth (both sides) to protect 

the Airbox from hitting the frame 

causing damage during removal. 

With the seat removed, remove both 

of these screws.  NOTE: The air box 

will fall down onto the frame. 
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Gently pull the Airbox off of the Throttle Body. 

Remove these two screws. 

Fuel Rail 
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Fuel Rail 

Fuel Injectors 

Remove Fuel Rail 

Fuel Flow 

from Gas Tank 
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BOSCH EV6 INJECTOR 

IN 6L/276 

Fuel Injectors 

Remove plugs  

(one per injector) 

Remove two Fuel Injectors 

They Pull Out 
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Remove PLUG to Throttle 

Position Sensor 

Remove Idle Control 
Solenoid bracket 

screws from both sides 

TPS 

Remove Idle Control 
Solenoid 

Un-Plug Head Temp. Sensor 
Be Careful, It’s very delicate. 
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Loosen nuts and let 

them fall onto the cable 

Idle Control Solenoid 
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Remove Cables from 

Throttle Control Wheel 

and cable bracket 

Remove Throttle 

Cable Bracket  
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Remove Throttle 

Cable Bracket  

Remove four 

Throttle Body 

Mounting Screws  
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Remove Throttle 

Body 

NOTE: Be careful not to bump 

or disturb this Head Temp. 

Sensor, it is very delicate! 
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Throttle Body 

Throttle Body 
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Although this guide doesn’t have a price tag it is copyrighted and formally registered. If you like what 

you see and this has helped you, please make a donation via PAYPAL to richard@coote1.com.  Your 

support will help make more manuals like this available.  

If you haven't helped yet, please donate so I can continue to offer these guides. 

We are slowly developing useful tools to help make it easier for you to work on your pride and joy.  

Specialty hand crafted tools for your modern Norton by One07 Tools, can be purchased from places like 

Colorado Norton Works in the USA.  If there are any tools in this manual or other manuals you would 

like more information on, please email me at richard@coote1.com 

 

 

 

Norton SE#107 on the Blue Ridge Parkway, NC, USA,  July 2015 


